
Industrial Air Curtain Axi SC

Technical data for air curtains with electric heater

TH(V)CP-184-4-AXI SC TH(V)CP-214-4-AXI SC TH(V)CP-264-4-AXI SC TH(V)CP-314-4-AXI SC

Air volume [m3/h] 11100 12500 16500 20500

   capacity alt 1 Max [kW] 15 15 15 15

   capacity alt 2 Max [kW] 20 20 20 20

   capacity alt 3 Max [kW] 25 25 25 25

   capacity alt 4 Max [kW] - 30 30 30

Power supply / Phase [V] 400 / 3 400 / 3 400 / 3 400 / 3

   fan power input [V] 230 230 230 230

   fan current [kW] 1,17 1,17 1,56 1,95

   fan voltage [A] 6,5 6,5 8,6 10,8

Protection degree IP 20 20 20 20

Noise level* dB[A]* 67 67 68 69

Weight kg 110 120 147 170

TH(V)CP-183-4-AXI SC TH(V)CP-213-4-AXI SC TH(V)CP-263-4-AXI SC TH(V)CP-313-4-AXI SC

Air volume [m3/h] 8600 11200 13975 16750

   capacity alt 1 Max [kW] 15 15 15 15

   capacity alt 2 Max [kW] 20 20 20 20

   capacity alt 3 Max [kW] 25 25 25 25

   capacity alt 4 Max [kW] - 30 30 30

Power supply / Phase [V] 400 / 3 400 / 3 400 / 3 400 / 3

   fan power input [V] 230 230 230 230

   fan current [kW] 0,72 0,96 1,2 1,44

   fan voltage [A] 3,8 5 6,3 7,6

Protection degree IP 20 20 20 20

Noise level* dB[A]* 65 66 66 67

Weight kg 95 113 137 155

TH(V)CP-182-4-AXI SC TH(V)CP-212-4-AXI SC TH(V)CP-262-4-AXI SC TH(V)CP-312-4-AXI SC

Air volume [m3/h] 7050 9125 11700 13725

   capacity alt 1 Max [kW] 15 15 15 15

   capacity alt 2 Max [kW] 20 20 20 20

   capacity alt 3 Max [kW] 25 25 25 25

   capacity alt 4 Max [kW] - 30 30 30

Power supply / Phase [V] 400 / 3 400 / 3 400 / 3 400 / 3

   fan power input [V] 230 230 230 230

   fan current [kW] 0,5 0,66 0,83 0,99

   fan voltage [A] 2,6 3,5 4,4 5,3

Protection degree IP 20 20 20 20

Noise level* dB[A]* 59 59 59 60

Weight kg 95 109 132 149

*accoustic pressure Lp(A) measurement taken at a distance of 5m from the unit source
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